
RGBAW Color Mixing + UV:

Specifications 
• Light Source: 4x10W LEDs
• Colors: RGBAW + UV
• Beam Angle: 20 degree
• LUX: 684 @ 2M; 171 @ 4M
• Dimming: Electronic 0 - 100%
• Channel Modes: 5 DMX Channel Modes: 6, 7, 8, 11, or 12
• Operational Modes: 5 Operational Modes: RGBAW+UV

Dimmer Mode; Sound Active mode; Auto Run Mode (16 Color
change modes, 16 Color fade modes, & 1 Color/fade combo
mode); Static Color mode; and DMX Controlled

• Control: 4-button DMX menu display on rear panel with water
resistant hatch

• Connection: DMX: WiFLY EXR Wireless DMX
IEC connection to power/charge fixture

• Battery Type: fixed lithium battery
• Battery Charge Time: 4.5 Hours (With POWER switch On)
• Battery Life: 11 hours (single color)
• Power consumption: 45W
• Multi-Voltage Operation: AC 100-240V, 50/60Hz
• Dimensions (LxWxH): 5.51”x5.51”x7.55”/140x140x192mm
• Weight: 6.5 lbs. /2.9kg.

ELEMENT HEX IP CODE: 1226100340
ELEMENT HEX IP PEARL CODE: 1226100347

ELEMENT HEX IP/PEARL

ELEMENT HEX
Specifications 
• Light Source: 4x10W
• Colors: RGBAW + UV
• Beam Angle: 20 degree
• LUX: 684@ 2M; 171 @ 4M
• Dimming: Electronic 0 - 100%
• Channel Modes: 5 DMX Channel Modes: 6, 7, 8, 11, or 12
• Operational Modes: 5 Operational Modes: RGBAW+UV

Dimmer Mode; Sound Active mode; Auto Run Mode (16 Color
change modes, 16 Color fade modes, & 1 Color/fade combo
mode); Static Color mode; and DMX Controlled

• Control: 4-button DMX menu display on rear panel
• Connection: DMX: WiFLY EXR Wireless DMX

IEC connection to power/charge fixture
• Battery Type: fixed lithium battery
• Battery Charge Time: 4.5 Hours (With POWER switch On)
• Battery Life: 11 hours (single color)
• Power consumption: 45W
• Multi-Voltage Operation: AC 100-240V, 50/60Hz
• Dimensions (LxWxH): 5.51”x5.51”x7.55”/140x140x192mm
• Weight:  5 lbs. / 2,26kg.

CODE: 1226100339

RGBAW Color Mixing + UV:
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