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1961 DR. DMX III
CODE D1#00209
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TECHNICAL DATA

Dimensions (LxHxB) 209 x 136 x 63 mm
Weight 2,0 kg

DATI TECNICI

Dimensioni (LxAxP) 209 x 136 x 63 mm
Peso     2,0 kg

Akku

Neutrik
3+5 pol

XLR

Functions:
- solid plastic case coated with matted black finish 
- 16 characters x 4 lines
- DMX in/out via 3 or 5 pin cassis XLR male & female sockets 
- DMX-512 or MIDI signals 
- test mode for data format, timing and level
- bar chart mode, min/max mode or parameter value mode
- 512 freely controllable channels or in the special mode one channel 
which controls all 512 channels

- analogue or digital cable test
- up to 15 cues used to save the received signals 
- movinghead mode 
- accu powered 
- inclusive AC ~ DC adapter, alu case

Funzioni:
- Solida cassa in plastica rivestito con finitura nera opaca
- 16 caratteri x 4 linee
- DMX in / out con 3 o 5 poli connettore XLR maschio e femmina
- DMX-512 o segnali MIDI
- Modalità di prova per il formato dei dati, tempi e livello
- Grafico a barre modalità, min / max modalità o valore del parametro
- 512 canali liberamente controllabili o nella speciale modalità di un 
canale che controlla tutti i 512 canali
- Test del cavo analogico o digitale
- Fino a 15 segnali utilizzati per salvare i segnali ricevuti
- modalità Testamobile
- Batteria interna
- Incluso trasformatore AC ~ DC, custodia in alluminio


